
































































SMART MOBILE DEVICE COMPATIBILITY:
Dario®  is compatible for use on iOS smart mobile devices. For full 
list of compatible devices please refer to www.mydario.com/support/
getting-started 

STORAGE & SPECIFICATION:
Dario Blood Glucose Measurement System Specifications:

Result Range 20-600 mg/dL

Blood Source Fresh capillary whole blood

Calibration Plasma equivalent

Sample Size 0.3 microliter

Test Time 6 seconds

Assay Method Glucose Oxidase Biosensor

Power Supply Meter receives power from the smart 
mobile device

Glucose Units mg/dL

Display Dario®  application on a smart mobile 
device screen

System Environmental Information

Test Strips Operational 
Conditions

10°C-35°C (50°F-95°F) 10-90% Relative 
Humidity 

Test Strips Storage 
Conditions

2°C-32°C (36°F-90°F) 10-90% Relative 
Humidity 

Welcome kit Storage 
Temperature

1°C-35°C (34°F-95°F)  

Operational Altitude Up to 10.000 feet (3,048 meters)





Manufacturer:
LabStyle Innovation® Ltd.
9 Halamish St.
North Industrial Park
Caesarea 3890000 
Israel

Contains <10> Lancets

Keep away from sunlight

Sterilized using - Gamma Irradiation 

Intended for self-testing

Do not use if seal is broken or missing.

Warning Sign




